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Abstract

This paper addresses the problem of frequency estimation for complex exponen-
tials, or cisoids, embedded in general Gaussian noise using a Bayesian approach. The
main contribution is that the a posteriori density of the frequencies of M complex ex-
ponentials in arbitrary Gaussian noise is derived. Contrary to previous research, the
density is derived for colored noise, without ignoring terms, and a valid prior density
is used to marginalize the phase and amplitudes of the signals. This results in the
a posteriori density which, when used for point estimation, significantly outperforms
the maximum likelihood estimator both for single cisoids in colored noise and closely
seperated cisoids in arbitrary noise. Along the way, a number of both useful and
interesting properties of the Bayesian technique are discovered.
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1 Introduction

The estimation of the frequencies of a number of sinusoids embedded in Gaussian noise
has intrigued researchers for many years. From the direction of arrival problem in radar
to the removal of cyclical components in time series, frequency estimation is entrenched as
an integral part of disciplines as diverse as biomedicine, economics and radar. The essence
of the problem is to determine, in some defined sense, the frequencies of multiple sinusoids
given a finite number of observations contaminated with additive noise.

The problem was first formulated by Slepian [16] for the continuous time model and
then Rife and Boorstyn [14] expanded on those results by deriving the maximum likelihood
(ML) estimates, as well as the Cramer-Rao bound, for discrete sequences. Since then, a
surge of research has occurred with the introduction of autoregressive modelling techniques
[17], eigenvector methods [8] and computationally efficient means of computing the ML
estimates [18].

More recently, there has been an interest in using a Bayesian approach [1] to solve the
parameter estimation problem. Kramer and Sorenson [9] have reported on the importance
of the Bayesian approach for dynamical state estimation and Bayesian techniques have
been used in the direction of arrival problem [13] to construct direction estimates in arbi-
trary, unknown noise though the marginalized estimates were not derived. The use of the
Bayesian approach for frequency estimation was first discussed by Jaynes [5] and then later
by Bretthrost [2] and most recently by Quinn [12]. The benefit of the Bayesian approach is
that the a posteriori density of the parameters given the observed data is derived and this
is used as the inferential apparatus. In addition to point estimation, confidence intervals
can be computed and new data can be easily incorporated in a fashion that is theoretically
sound. In contrast, the likelihood function, which is used in classical estimation methods,
does not equate to a probability density function and therefore has limited inferential use.

An important feature of the Bayesian approach, and one of some debate, is the choice of
the prior density for the parameters. As pointed out by Jaynes [6], the prior density reflects
one’s knowledge, or belief, about the parameters prior to observing the data and is not to
be construed as a relative frequency of occurrence. In fact, Cox [3] proved that degrees of
belief obey the same rules as probabilities and therefore are the driving force in scientific
inference. As such, the parameters may be determinisitic as long as we interpret probability
in it’s proper context which results in what is known as strong Bayesian inference. When
nothing is known about the parameters in advance, a noninformative prior, constructed
using Jeffrey’s invariance rule (7], is used which corresponds to complete ignorence. In



most circumstances, this corresponds to a uniform prior which is flat over the parameter
space. In many cases, the prior is chosen based on intimate knowledge of the problem
at hand. For example, the prior knowledge of the phase and amplitude of a sinusoid are
usually modelled as a Uniform and Rayleigh density, respectively, for obvious reasons.

The paper proceeds as follows. In Section 2, the a posteriori density of the frequency
of a single cisoid embedded in general Gaussian noise is derived. This not only acquaints
the reader with the Bayesian methodology but also lays the groundwork for the multiple
frequency case. Using the dervived density, the point estimation for the frequency is dis-
cussed and a number of interesting properties are discovered. In Section 3, the a posteriori
density for multiple frequencies is derived. This was derived independently by Quinn [12]
though our two results are in different forms. Our density was derived in a recursive form
which is not only appealing from a computional standpoint but also is vital in our under-
standing of the point estimation of the frequencies. We discuss the point estimation of the
frequencies and consider pathological condition when two frequencies become arbitrarily
close. We consider both the MAP estimate, which is shown to theoretically not exist, as
well the MMSE estimate. In Section 4, we report on the simulations that were conducted.
Using a colored noise sequence, we show the improvement in estimation capabilities using
the Bayesian approach as compared to the maximum likelihood technique both for the
case of an isolated cisoid as well as for two closely seperated cisoids. Finally, we draw some
conclusions in Section 5 and suggest some further research.

2 Bayesian Estimation of a Single Frequency

The problem that we are concerned with in this section can be formulated as follows. Let
d(t) denote a complex, stochastic process which can be decomposed as a sum of a harmonic
term and noise. The continuous waveform is written as

d(t) = pei+9) 4 (), 1)

where the parameters of the model, p, w and ¢, are unknown quantities and n(t) is a
complex, zero mean, stationary Gaussian process whose real and imaginary parts are
independently and identically distributed. The continuous waveform is sampled at N
distinct points, tx,k = 0,---, N — 1, which results in the discrete sequence

d(te) = pef @+ Ln(t,), k=0,.--,N—1. (2)



Based on the discrete sequence, it is our goal to infer information concerning the true
value of w. In addition to the observed data, we have at our disposal prior information
concerning the parameters which will be denoted as I. The inferences concerning w may
take the form of a point estimate, a confidence interval or the complete probabilistic
description of w given the observed data and our prior information. In any case, we must
determine the a posteriori density of w given the samples, d(tx),k =0,:--,N — 1, and our
prior information, I. We can write (2) in matrix form as

d = pe’*a(w) +n (3)

with
a’ = [d(tﬁ)a d(tl)s T d(tN—l}] (4)

and
a{w)T = [eiwto’ givt ... Eiwtn—l] ) (5)

When viewed as a function of w, a(w) is commonly referred to as the signal manifold
and is a one dimensional continuum within C¥, complex N-space. The noise, n, is a
complex, zero mean random vector with the real and imaginary parts being independently
Gaussian distributed, both having identical covariance structure, R, which is assumed
known and included in our prior knowledge, I. In addition, the matrix R is assumed to
be nonsingular.

Our interest is in determining f(w|d, I), the a posteriori density of w given the data
and our prior information, which can then be used for inference concerning w. To deter-
mine f(w|d, ) we must begin with the joint conditional density of p, w and ¢, and then
marginalize with respect to the unwanted, nuisance parameters. That is, we wish to first

f(dlp,w,8,1)f(p,w,d|I)
7@ )

and then integrate out the nuisance parameters, p and ¢. Since the term f(d|I) in (6) is
merely a normalization factor, we can rewrite (6) as

determine

f(p,w,é]d,f] =

f(pyw,¢1d,1)  f(d|p,w,8,1) f(p,w,¢|I) (7)

where A « B translates to A is proportional to B. When the data is held constant and the
model parameters are allowed to vary, f(d|p,w, ¢,I) is called the likelihood function. The
second term, f(p,w, @|I), is the a priori distribution of our model parameters and will be
called the prior for simplicity. This represents our state of knowledge prior to observing



the data. Given our assumed noise distribution, the likelihood function can be written as
(4] .
(dlpy,,1) ¢ expl—+(d — pe*a(w)) "R (d - pe*aw))] ®)
This can be written in a more convenient form (See Appendix A) as
1 - 3

f(dlp,w,8,1) exp[—gpga(w)HR 'a(w)] exp[p|dFR ™ a(w)|cos(¢ + a(w))]  (9)

where S‘(dHR_l (@)
a(w

= tan™![= 10
afw) = tan™ [ Trm ] (10)

and R(z) and ¥(z) correspond to the real and imaginary parts of the complex argument,

z, respectively.
To marginalize the conditional density function, we must integrate out the nuisance

parameters, p and ¢. Namely,
fld, D) [ [ 1(dlo,w,8,1) f(o,w, $IT)dddp. (11)
Pl
If we assume that p, ¢ and w are independent, then we can write
F(ld, 1) o (D) [ 1oID) [ (@lo,w,,1) F(6|1)dédp. (12)
The inner integral will be referred to as the phaseless likelihood function,
L(w.e) = [ £(dlo,w,.1) F(4I1)ds. (13)

In order to perform the integration in (13), the prior density of ¢ given our a priori
information must be chosen. In most communication systems, a reference phase is used
and a distribution is presumed centered at the reference phase. In a passive system, such
as radar, the only realistic choice is a noninformative density. In the derivations that follow
we will use a noninformative density which, in this case, is the uniform distribution defined
over the interval [0,27]. Using the uniform prior, the phaseless likelihood is

L(w,p) o« Glp) [ 5= explpld"Ra(w) cos(s + afw))]ds, (14)

where G(w, p) represents all the terms not depending on ¢. The integral in (14) is recog-
nized as the modified Bessel function of the first kind, zero’th order,

r
Io(z) déf‘/; E%exp[xcosé]dé. (15)



Hence, we can write the phaseless likelihood more compactly as
1
L(w,p) x exp[—Epza(w]HR_la(w]]Io (p|d¥Ra(w)). (16)

At this point, it is worthwhile to note that if we were interested in infering information
about both the amplitude and the frequency of the observed waveform, we would multiply
the phaseless likelihood by our prior densities for p and w and normalize to obtain the
joint a posteriori density.

To perform the second integration in (12), we must decide on a prior to use for the
amplitude of the signal. The Rayleigh density is a judicious choice since, combined with
the uniform phase distribution, it results in a normally distributed complex amplitude for

the harmonic. We will thus write
2

& k=
Flpll) = 0_328 20,7 (17)
Letting
S(w) = a(w) R a(w) (18)
and
T(w) = |[d¥R1a(w)], (19)
we can write 4
d,1 1) ~FEEAH IR (0T (w))d
F@|a,1) « f(wlD) [ pe o(pT (w))dp. (20)
Using the Integral formula (See Appendlx B)
'/:o ze_%‘mgfo(bx]dm = éeg, (21)
we can write
£(1,1)  F@ID(S() + ) explh )] 22
x f(w w)+ —
’ O* = 25 (w) + 1 (22)

If we assume that the probability of one frequency occurring does not outweight any other
frequency, we may write the conditional density of w given the data and our a priori
information as

1 1 T(w)?
a.I S —)! T i |
i, ) o (S(0) + ) el 5]
It is informative to investigate the two limiting forms of (23). The first case is when
0, — 0. Normalizing (23), we may write

(23)

(0,28 (w) + 1) exp[“ 05 ]

270,25 (w) + 1)1 expi%%ﬁ%}

f(w|d!j) —

(24)



The function, 1 ()?
1 0T (w
e i 1.9
g(w,0,) = (0,°S(w) + 1) exP[2o,ES(w) - 1], (25)
is a continuous function of w on the closed interval, [0, 27], for all o, in [0, c0). In addition,
g(w,0,) is dominated by the function exp[%%] and converges to the constant function,
equal to unity, on [0,27] as o, — 0. Combined, these facts imply that we may make use

of Lebesgue’s convergence theorem [15] to show

(P | R L) (26)
o0 = 0 [(Tg(w)dw  [5" limg, - og(w)dw
This allows us to state that "
os = 0 o dw
or 3
a}iTOf(w|d,I) = o (28)

Thus, the limiting form, as o, — 0, of the a posteriori distribution is the uniform distribu-
tion over the interval [0,27]. This is intuitively pleasing since as o, — 0, the observations
do not contain any signal information and hence, our best bet is to rely on our prior in-
formation. The Bayesian approach is effectively letting us know that the observations are
of no help in this case.

It is also interesting to investigate the form of (23) when o, — oo. This is the case

when our prior information is quite vague and a noninformative prior is appropriate. In

that case, :
-1 1T(W)
= ; 29
fld D e S eply gL (29)
The term within the exponential,
2 Hp-1 2
T(w) _ [d"R~a(v)] o~

Sw)  aw) PR a(w)’

is the squared length of the vector R™3d projected onto the vector a(w) = R“%a[w). This
is the output of a correlation receiver where the data has been pre-whitened to remove
the noise correlations. This term will be maximal when the whitened data looks most
like the matching signal, 8(w). Thus, the exponential term contributes to the a posterior
distribution the degree to which the data is fit by a particular harmonic. The additional

term, S(w)~?, is a biasing term which is largest when the length of the vector R™3a(w) is
minimized.



To understand the effect of the term, S(w)™!, consider evaluating the a posteriori
probability at two different frequencies, w; and w,. Suppose that S(w;) < S(w:) so that
the vector, (w;) is smaller, in length, than &(w;). This implies that the energy of a complex
sinusoid at w; would be smaller than one at w; after they have been pre-whitened. For the
a posteriori probabilities to be equal, it is required that

T(wy)? _ T(w1)? S(ws),
S(wr) ~ S(w) S(wr)’

and thus, to achieve the same a posteriori probability, the data must have a higher degree

+21n] (31)

of correlation with a harmonic at w, than at w;. This is because the whitening filter will
also distort the complex sinusoid and, hence, the observed signal to noise ratio will be lower
if the actual harmonic is at w; compared to if it is at w,. The Bayesian approach takes
into account the fact that certain frequencies are favored by the pre-whitening process.

Equipped with the a posteriori density of w, we are in a position to extract information
concerning it’s true value. By far, the most popular piece of information is the point
estimate of w. Based on an optimality criteria, an w is chosen to minimize an associated
cost, or risk, function. Of course, there are many alternatives to the point estimate, such
as a confidence interval, and some information is lost when only the “best” estimate of w is
retained. The maximum a posteriori (MAP) estimate is a popular point estimator which
is defined as

Ormar = arg {mu?xf[w|d,f)}. (32)

As seen, from (23), the a posteriori density of w is a complicated expression, particularly
for a general noise correlation matrix, and a closed form solution for the MAP estimate
will not exist. In addition, the MAP estimate requires prior knowledge in the form of o,.
Of course, by letting 0, — o0, we can plead complete ignorence about the parameters
before observing the data. In the case of spherically white noise, R = 021, the a posteriori
density can be written as

1 |[d¥a(w)|?

fwld, I) oc explZ == ] (33)

and due to the monotonicity of the natural logarithm, the MAP estimate can be written
as

S g {mwax |dHa(w)|} . (34)

An interesting observation, based on (34), is that, for the spherical white noise case,

our prior information concerning p has no bearing on our estimate for w. In fact, a more



profound statement is that no matter what prior distribution is assumed for the amplitude
of the signal, we will obtain the same result. This can be proved as follows. For the case
of spherically white noise, we may rewrite (20) as

F1a,1) o [ expl-E Noz? (s T (@) S ol1)dp (35)

The modified Bessel function is a convex function, symmetric about the origin. This
implies that
In(pT (w1)) > Io(pT(w2)) V T(w1) > T(wz) and V p. (36)

Multiplying both sides of the inequality in (36) by a non-negative function and integrating
over p does not change the statement. That is, if g(p) > 0V p then

ﬂg(ﬂ)fo(pT(wl))dp > ﬁg(ﬂ)fo(pT(wz))dﬂ V T(w1) > T'(w2). (37)

Thus maximizing

H(w) = [ o(e)Io(oT(w))dp (38)

is equivalent to maximizing T'(w). In our case

g(p) = exp[—E;No;z]f(plf) >0 Vo (39)

and thus, regardless of our prior density of p, the MAP estimate for w will always corre-
spond to the value of w that maximizes |dfa(w)|. Intuitively, this is due to the fact that
our observed amplitude distribution is independent and identical for each w under consid-
eration. Thus, once a sample p has been generated, the underlying distribution does not
matter in terms of our decision. The only consideration is the the length of the projection
of the data vector onto the signal manifold. It is also interesting to note that, since phase
was uniformly integrated out, the distance metric between the observed vector and the
signal manifold is no longer pertinent but rather the closeness between the observed vector
space and the hypothesized subspace, which is spanned by a(w).

Another popular point estimate is the minimal mean square error estimate (MMSE)
which is synonymous with the conditional expectation of w. That is

WMMSE :E(wld,f). (40)

Similar to the MAP estimator, a closed form solution (40) is not feasible though it can be
easily computed numerically. The MMSE estimate will coincide with the MAP estimate
when the a posteriori density of w is symmetric about it’s maximal value.



In addition to the two Bayesian point estimators, a very popular approach to estimating
the frequency of the complex exponential is the maximum likelihood (ML) technique,
which is based on the philosophy: “Let the data speak for themselves.” Since there is no
marginalization, one is forced to solve for all the model parameters at once though in some
cases, such as ours, the parameters can be solved for in succession. The ML estimator for
frequency can be written as

OpL = arg max :
A% & a(w)¥Rla(w)
Under the assumption that R = 021, the ML estimate becomes
Opp = arg max |d¥a(w)| (42)

and it can be seen that the ML and the MAP estimates are equivalent and that they are
both equivalent to a matched filtering operation on the data. It can be easily shown that,
the sufficient statistic, |d¥a(w)| is equivalent to the standard periodogram, properly zero
padded, and thus, for a single complex exponential in white spherical noise, the peak of
the periodogram is an optimal point estimate for w.

3 Multiple Frequency Estimation

For the case of more than one complex exponential, the problem is inherently more difficult
to solve. The data model used in (2) becomes

M
d(ty) = D pie? 1) Ln(ty), k=0,---,N -1 (43)
i=1 :
where M is the number of complex exponentials, which is assumed known and w; # w; V¢ #
j. We can write (43) in matrix form by using the notation of the previous section along
with the following. Let pas, was and ¢ps denote the M x 1 parameter vectors such that
the 1’th element is the amplitude, frequency and phase of the :’th complex exponential,
respectively. Using this notation, par—; would be the (M — 1) x 1 vector which contains
all of the amplitudes of the complex exponentials except the M’th. In addition, define the
matrices
Alwrr) = [a(wn) | - F alwp) ()

and

§ = [plejéls”'apMeﬂbM]Ta (45)
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